
        
 
 

 
 
 

 

  
 

RS 909 
 

32’ x 30’ Modular.  
Partitioned modular building to form a 

sales suite comprising of one large main office, two separate offices all with oak laminate 
flooring, carpet tiled meeting room, customer toilet, kitchen area, and archive room with vinyl 

flooring, disabled toilet and separate office with there own separate external doors. All windows 
are doubled glazed and externally protected by powder coated shutters.  
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Specification: 

 
Doors:  2no. External outward opening doors.  

5 no. Internal Doors 
2 no. Internal doors complete with vision panels. 
2 no. Apertures  

Heating:  1 no. Air conditioning unit. 
3 no. Convector heaters 
1 no. Water heater 
2 no. Hand wash heaters. 
1 no. Guarded tubular heater. 
 

Windows:  8no. Top hung double glazed windows with external  
shutters and internal blinds. 
3 no. High level windows.  
2no. Vision panels 
 

Floor Coverings:  Carpet, Vinyl and Oak 
Laminate  

Lighting:  8no. CAT 2 
4no. Fluorescent strip lighting. 
6no. Moisture resistant bulk head lights. 

Wall Coverings:  Vinyl faced cream ply  

Power:  15no. double sockets Ceiling Coverings:  Plastisol Steel 

 


